SPD Specific Disconnectors (SSD) for Type 1 AC SPD

CITEL

SSD1-25S-40-230

*SPD Specific Disconnectors (SSD) for short circuit protection of Type 1 AC
surge protectors

*Surge current withstand: 25 kA @ 10/350ps
*Wide range of short circuit current protected C €
*Reusable after switch triggered

*Low rated tripping current with time-current characteristics for overcurrent
coordination with upstream OCPD and safety disconnect in case of SPD failure

9/1eKTPUYECKME XapaKTepUCTUKN
Makc. AC pabouee HanpskeHue Uc 400 Vac
HomuHanbHbI Tok pa3psiaa In 60 kA
Makc. Tok paspsga Imax 120 kA
MMNynbCHbIN TOK Ha Nontoc limp 25 kA
" " " . OKBWBaA/IEHTHbBIA HOMWHA/IbHbBIN NEpPeMeHHbI TOK 315A
i | | OTK/IIOYaLOLLas CNOCOBHOCTb 100 000 A
. E E OcTaTo4HOe HanpsixeHue Up < 1.6 kV @ 6 kV (1.2/50 ps)
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:' [ose i’ vy :L oy :L Tese ®opmat OAHOB/IOYHBI CbEMHBII KOpnyc
' Lt L L L MoHTax CumMmeTpuyuHas DIN - peiika 35 MM (EN 60715)
\ E E E Pa6ouasi Temnepatypa Tu -40/+85°C
E:_ii i : ) YpoBeHb 3almThbl 1P20
out out out out

JIMCTaHLMOHHas CUrHanM3auus OTKIOYeHUs
OneKTponpoBoAKa ANA yAaneHHON CUrHanu3aLmm
Makc. HanpsixeHue / Tok Ans AUCTaHLMOHHON cUrHanusauum

BbIXOZ, Ha MepeKNAHON KOHTaKT
0.75 mm?2 max.
240V /2 A (AC), 24V /6 A (DC)

Paamepbl CM. CXemy
Bec 0.848 kg

CranpapTb!

CooTBeTCTBUE CTaHAapTaM GB/T 18802.11 / IEC 61643-11 / NB/T 42150
Part number

804114
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